1600W fog machine instruction


A: Menu	 B:Parameter add		C:Parameter Reduce
D: Timing quantitative	E: Continue with smoke		
F: The wind speed

1、Instructions
1.Haze			Ready				Standby
2.DMX512	   1——512		  Controller address
3.Volume		   1——100%		Oil amount
4.Fan Speed	   1——100%		Fan speed
5.Interval		   1——200			Timed duration output time
6.Duration	   1——200			Time interval stop time
2、 DMX512 Channel table
	Channel
	                Function

	1
	Pump speed (0-2 off, 3-255 from small to large)

	2
	Fan speed (0-255 from small to large)



3, remote control
C key: smoke on D key: smoke off
Key A: smoke plus key B: smoke minus
4、Error message
Error		01		Thermel	 Temperature sense of failure
Error		02		Heating	 Hot wire fault
Error		03		NO Oil	 Lack of oil
[bookmark: _GoBack]3. Technical parameters
Power: 1600 w
Warm-up time :6 minutes
Smoke output :4000
Oil drum capacity :6L fuel consumption: maximum 1L/1H
Controller: Remote control, 512 two channels
DMX channel :2CH Size :55*40*40 Weight: 12KG 
Note: Please use the factory spray oil, otherwise the machine will block or spray water.Please stop smoking for 1 minute before turning off the power.
